* Multi standard operation 
(up to 19 video standards can be 
stored) 

* Scan range of 30 to 96 kHz hori- 
zontal and 50 to 120 Hz vertical 

* 1600 x 1200 addressability stan- 
dard (VGA, SVGA, XGA etc.) 

* Degree of protection IP 30, venti- 
lation slites only on sides and on 
bottom 


SCM 21960 
High Resolution Color Monitor 


* Electrical isolation between vid- 
eo ground and protective earth 

+ Ambient light sensor for 

automatic contrast control 
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* Microprocessor control of all 
internal monitor functions 


« Automatic degaussing upon 
power on and every 12 hours of 
Operation 


* Front panel brightness, contrast 
and geometry controls are stan- 
dard and can be disabled for cali- 
brated applications 


* High resolution CRT, up to 35 fL 
(120 cd/m2), front-of-screen lu- 
minance through 51 % total 
transmission 


* CRT with anti-reflective and 
anti-static panel 


Siemens SCM-Series of high resolution 
digital color monitors is designed to 
meet the demanding requirements of 
medical applications. High contrast and 
sharp images resulting from an anti- 
glare multicoating together with con- 
stant color quality (automatic cut-off) 
are important monitor features. 

The internal microprocessor controls all 


electrical monitor functions, and contin- 
uously adjusts drive levels to maintain 


constant luminance during warm up 
and over long life of the CRT depending 
on the environmental light conditions. 
For each format stored, the dynamic fo- 
cus ensures optimal sharpness at any 
point of the screen. All formats are 
stored internally, including a full set of 
screen settings for each. Formats are 
modified through the operator control 
panel. 


SIEMENS 


SMM 2196 O 
High Resolution Color Monitor 


Technical Data 


Power requirements 
Supply voltage 


Supply frequency 
Power consumption 
Power factor control 
Video inputs 

CRT specifications 
Size 


Dot pitch 
Phosphor 


General performance 
Horizontal frequency 
Vertical frequency 
Sync signals 


Formats 


Video amplifier, inputs 
Bandwidth 


Impedance 
Video level 
Sync level 


Front panel controls 
Controls 


Geometry 


Ambient light sensor 


Systems Engineering 
Display Technologies 


Siemens Aktiengesellschaft 
Automation and Drives 


Siemensallee 84, D-76181 Karlsruhe 


94 to 264 V 
Wide range power supply 


47 to 63.6 Hz 

Approx. 150 W 
According to EN 61 000 
5 x BNC 


54cm / 21”, flat & square, 
INVAR mask, black matrix 
(landscape) 


0.25 mm 


P22; persistence: 
medium-short 


30 kHz to 96 kHz 
50 Hz to 120 Hz 


* RGB with seperate H- and 
V-SYNC 


* RGB with CSYNC on 
H-SYNC line 
* RGB with SYNC on green 


19 max., self recognizing 
and auto-scaling 


120 MHz (BNC) supports 
220 MHz pixelclock 


75 Q, selectable (R, G, B, H) 
0.7V@75Q 


0.3V@75Q, 
(SYNC on green), TTL 


Power on/off, contrast, 
brightness and adjustment 


H/V-phase, H/V-amplitude, 
pin & barrel, image rotation, 
VESA DPMS (on/off), 

color temperature, 

keystone correction, 

Moiré compensation func- 
tion 

For automatic contrast 
control 


Display performance 
Resolution 


Focus 
High voltage 


Display area (W x H) in mm 


Color temperature 


Color stability 
Contrast control 


Operation conditions 
Temperature 

- Operating 

- Storage 

Humidity, rel. 

- Operating 

- Storage 

Mechanical specifications 
Dimensions (W x H x D) 
inmm 

Weight 

Approvals 

Safety 


EMC 


Miscellaneous 


Options 

OEM versions 
Ordering data 
SCM 2196 0 


www.siemens.com/monitors 


Order No. E86060-W3310-A161-A6-7600 
Only available as pdf file in internet 


Max. 1600 x 1200 @ 75 Hz, 
1280 x 1024 @ 85 Hz 


Static and dynamic 


27.5 kV, stabilized, 
with protective circuit 


380 x 285 


9300 K/ 7500 K/ 6500 K and 
user specific 


Automatic Cut-Off control 


External ambient 
light sensor 


5 °C to 40 °C 
-20 °C to +70 °C 


20 % to 80 % 
20 % to 80 % 


499 x 480 x 520 
Approx. 31 kg 


UL 1950, 
CSA C22.2 No. 950, 
EN 60 950, DHHS 


IEC 601-1-2, MPR Il, 
FCC Class A 


CE Mark, 
ISO 9001 certified plant 


On request 


Order No. 
6GF6100-1BN 
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